
AVAILABLE FITTINGS:  CI Agent Hydrocarbon Discharge Filters are Shipped With the Fitting of Your Choice. The Most Common Fittings Include   
 Couplings, Flanges, Reducers, Male Adapters, & Female Adapters.

For Additional Information Call  
BETHEA TOOL & EQUIPMENT COMPANY 

850 Corporate Drive, Suite 104. Birmingham, Al. 35242  Office: 770-436-6386  Fax: 770-436-9743   
e-mail: michaelsgudger@gmail.com   web: spccproducts.com

Inner Slotted PVC  1’ Length 2’ Length 3’ Length 4’ Length 5’ Length 6’ Length 7’ Length 8’ Length 
Sch 40 Pipe Size

4” Inside Diameter 12 gpm 24 gpm 36 gpm 48 gpm 60 gpm 72gpm 84 gpm 96 gpm 
Max Flow Rate

6” Inside Diameter 18 gpm 36 gpm 54 gpm 72 gpm 90 gpm 108 gpm 126 gpm 144 gpm 
Max Flow Rate

8” Inside Diameter 24 gpm 48 gpm 72 gpm 96 gpm 120 gpm 144 gpm 168 gpm 192 gpm 
Max Flow Rate

10” Inside Diameter 30 gpm 60 gpm 90 gpm 120 gpm 150 gpm 180 gpm 210 gpm 240 gpm 
Max Flow Rate

12” Inside Diameter 42 gpm 84 gpm 126 gpm 168 gpm 210 gpm 252 gpm 294 gpm 336 gpm 
Max Flow Rate

Inner Slotted  1’ Length 2’ Length 3’ Length 4’ Length 5’ Length 6’ Length 7’ Length 8’ Length 
PIP Pipe Size

15” Inside Diameter 50 gpm 100 gpm 150 gpm 200 gpm 250 gpm 300 gpm 350 gpm 400 gpm 
Max Flow Rate

18” Inside Diameter 60 gpm 120 gpm 180 gpm 240 gpm 300 gpm 360 gpm 420 gpm 480 gpm 
Max Flow Rate

BENEFITS:

 �‡ Allows Storm Water to Flow Through Automatically

 �‡ Solidifies Hydrocarbon Upon Contact

 �‡ Capable of Removing Emulsified Hydrocarbons

 �‡ Completely Solidifies if a Large Hydrocarbon Spill Occurs

FEATURES:

 �‡ Manufactured using CI Agent Polymers Which  
  Solidify Hydrocarbon Upon Contact

 �‡ Manufactured using the Highest Quality  
  Polypropylene Non-Woven Geotextile

 �‡ Inner Core of Slotted SCH 40 PVC Pipe. PIP, Steel,  
  Aluminum, & CPVC Also Available

AVAILABLE SIZES & MAXIMUM STORM WATER FLOW RATES

CI AGENT® HYDROCARBON DISCHARGE FILTER


